
IJSRD - International Journal for Scientific Research & Development| Vol. 11, Issue 4, 2023 | ISSN (online): 2321-0613 

 

All rights reserved by www.ijsrd.com 112 

Material Selection for Crankshaft in Ansys by Static Structural and 

Modal Analysis Using Fem Tool 

Mr. Chirag Kumar1 Mr. Sanpreet Singh Arora2 

1Research Scholar 2Assistant Professor 
1,2Department of Mechanical Engineering 

1,2Baba Banda Singh Bahadur Engineering College, Fatehgarh Sahib, Punjab, India 

Abstract — The crankshaft consists of three parts i.e. crank 

pin, crank web and shaft. In the present work, I have done a 

crankshaft analysis to choose the best material for the 

crankshaft. Firstly, I have prepared a crankshaft model in the 

CAD software SOLIDWORKS and them SOLIDWORKS 

file saved ion the STEP format because ANSYS software can 

only read the STEP file format. In the ANSYS software 3.5 

MPa load apply on the crankshaft for analysis, three-time 

analysis is done of the crankshaft load was the same for three 

times but the material was changed. The three material used 

in this research from the survey is Aluminium Alloy, Alloy 

Steel, Structural Steel. Mainly two factors are found out stress 

and deformation for material comparison. Tetrahedron 

meshing method is used for the crankshaft meshing. After 

meshing the nodes of the crankshaft are 5664 and elements 

are 3118. Both the Rear and front main bearing journal are 

kept fixed and load is applied on the upper face of the main 

bearing journal. In the end, I have found out that if stress is 

the main factor for crankshaft failure then Aluminium Alloy 

is the best material for the crankshaft because in this material 

less stress produced as compared to the other materials. 
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I. INTRODUCTION 

A crankshaft is a pivoting shaft which (related to the 

interfacing poles) changes over responding movement of the 

cylinders into rotational movement. Crankshaft is regularly 

utilized in internal combustion engines and comprise of a 

progression of wrenches and crank pins to which the 

interfacing poles are joined. The crankshaft pivots inside the 

motor block through utilization of primary heading, and the 

crank pins turn inside the associating poles utilizing bar 

orientation. Driving rods are generally produced using metal, 

with most current crankshaft being built utilizing 

manufactured forged steel. The crankshaft, sometimes 

casually called the crank, is the part of an engine which 

translates the up and down motion of the pistons in the 

rotation. To transform the motion, the crankshaft has one or 

more offset shafts. The pistons are connected to the 

crankshaft with these shafts. When the piston travels up and 

down, it pushes the offset shaft. This, in turn, rotates the 

crankshaft [1]. The pistons create a pulsing impact in the 

rotation. A crankshaft usually connects to a flywheel. The 

flywheel smooth’s out the rotation. Sometimes there is a 

torsion or vibration damper on the opposite end of the 

crankshaft. This helps decrease the vibrations of the 

crankshaft. Large engines usually have some cylinders. This 

helps to decrease pulsations from unique firing strokes. For 

some engines, it is important to provide counterweights. The 

counterweight is used to offset the piston and advance 

balance. 

II. LITERATURE REVIEW 

Becerra et al. [29] presented that torsional elements 

controlled the anxiety reaction of the driving rod, with the 

qualities got higher than those tracked down in a static 

examination (due just to gas strain in the blower chamber). 

Basic speed included values inside the working scope of the 

blower and, accordingly, this boundary generally works close 

to reverberation during normal activity. Albeit the feeling of 

anxiety assessed from the technique portrayed here could be 

deficient according to a quantitative perspective (as it did 

exclude damping), the grating model couldn't be checked for 

the blower (it was produced for elective motors) and dynamic 

impacts between the key and keyway couldn't be 

incorporated. The outcomes got from the FEM and 

constrained reaction of the framework examination, similar 

to the high augmentation in the torsional dislodging between 

DOFs 2 and 3, are illustrative of the framework conduct. 

Along these lines, the precision of the assessed basic speed 

values is satisfactory. Higher burdens are situated in the 

keyway locale, where the impact of the mathematical 

pressure fixation factor is vital. Along these lines, a large part 

of the messed up driving rod shows the disappointment 

surface intersection this zone. 

 Citti et al. [14] presented that the steel examined is 

a normal biotitic grade with high mechanical qualities that 

can substitute the conventional extinguished and tempered 

prepares in such ventures which require high weariness 

obstruction property as auto motors. The untreated material 

has phenomenal exhaustion results thinking about its 

mechanical properties (> than half of Rm). Also the weakness 

break engenders around 30% of the safe area. The gas nit 

riding strategy used to build the exhaustion property of this 

steel shows great outcomes about the nitrogen dissemination, 

yet the normal upsides of weakness results are against this 

reality. As far as possible addition contrasted with the 

untreated examples is around 13%. Besides during the flight 

of stairs trial of the nitride examples a progression of 

examples broke in high cycles range (multiple millions) 

uniquely in contrast to the untreated examples. This conduct 

could be related with an expanded embrittlement of the 

material which should be affirmed by fractography. Further 

examinations should be embraced by taking a gander at the 

intensity therapies cycle change to expand the benefit in 

exhaustion limit given by the nit riding therapy. 

 Deshbhratar et al. [15] recommended that the most 

extreme twisting shows up at the focal point of driving rod 

surface. The greatest pressure shows up at the filets between 

the driving rod diary and wrench cheeks, and close to the 

main issue. The edge of fundamental diary is high pressure 

region. The driving rod disfigurement was chiefly twisting 

deformity under the lower recurrence. Furthermore, the 
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greatest deformity was situated at the connection between 

fundamental bearing diary and crankpin and wrench cheeks. 

So this region prunes to seem the twisting weakness break. 

Base on the outcomes, we can estimate the chance of shared 

obstruction between the driving rod and different parts. The 

reverberation vibration of framework can be stayed away 

from successfully by fitting construction plan. The outcomes 

give a hypothetical premise to improve the plan and weakness 

life computation. 

 Fonte et al. [31] presented that a survey on the 

evaluation of exhaustion life of marine diesel motor driving 

rods was introduced. The central concerns related to the 

exhaustion strength of marine diesel motor driving rods are 

tended to, and these ones are like the other diesel motors. An 

illustration of horrendous disappointment was introduced and 

the underlying driver is by all accounts related with the 

shrinkage get together of the semi-constructed driving rod. 

Driving rod plan and its upkeep have a central significance 

on these powerful parts lifetime. The standards of Register of 

Delivery Society and Boat Order Social orders, as well as the 

FEA are obligatory. Ordinary diversions estimations and the 

examination with the last readings can essentially work on the 

lifetime of driving rods as well as the guidelines and 

suggestions of makers. 

III. OBJECTIVE OF THE STUDY 

1) To create 3D CAD model of the crankshaft in 

SOLIDWORKS 2017.  

2) Study the effects of the loads acting on the crankshaft 

under the considered loading conditions. 

3) Comparison of the materials in ANSYS by using FEM 

tool for chooses the best material for crankshaft. 

4) By Modal analysis of the crankshaft find out the best 

material under different frequency. 

IV. METHODOLOGY 

In our proposed work, we shall prepare the model of 

crankshaft in SOLIDWORKS and then save in the STEP 

format and perform statics structural analysis of crankshaft 

and evaluate the von-misses stress and deformation occurring 

in crankshaft. In our research composite element structural 

member is analyzed using the software called ANSYS. 

Normally as in all other analysis software the structure is 

created and property is allotted to the structure that you had 

created. Then the load is applied to the structural member as 

required. At the end best material is choose by comparison of 

results through graph. The software’s which is used in this 

research the detail of software is given blow. 

V. GEOMETRIC MODELING AND FINITE ELEMENT ANALYSIS 

A. Sketcher: 

Sketching is valuable for making unpredictable limits or 

for following with a digitizer. Determine the article type 

(line, polyline, or spline), augmentation, and resilience 

before sketching. 

B. Modeling: 

SOLIDWORKS software is utilized to make crankshaft 

model. SOLIDWORKS is an intuitive PC supported 

structuring and assembling framework. The miscreant 

capacities robotize the typical building, plan and drafting 

abilities found in the present assembling organizations. 

Formation of a 3-D model in SOLIDWORKS can be 

performed utilizing three workbenches for example 

sketcher, displaying and assembly. 

C. Finite Element Analysis: 

The finite element method (FEM), is a numerical method for 

taking care of issues of designing and mathematical material 

science. Common issue zones of intrigue incorporate basic 

examination, heat exchange, liquid stream, mass transport, 

and electromagnetic potential. The investigative arrangement 

of these issues for the most part requires the answer for limit 

esteem issues for halfway differential conditions. The finite 

element method definition of the issue results in an 

arrangement of logarithmic conditions. The method 

approximates the obscure capacity over the domain. To tackle 

the issue, it subdivides an extensive framework into littler, 

less complex parts that are called finite elements. The basic 

conditions that model these finite elements are then collected 

into a bigger arrangement of conditions that models the whole 

issue. FEM then uses variation methods from the analytics of 

varieties to estimate an answer by limiting a related mistake 

work. 

D. Mesh Generation and Boundary Conditions 

ANSYS Meshing is a comprehensively valuable, watchful, 

automated world class thing. It makes the most appropriate 

work for exact, gainful multiphasic courses of action. A work 

fitting for a specific examination can be made with a single 

mouse click for all parts in a model. Full controls over the 

options used to make the work are open for the ace customer 

who needs to align it. The power of parallel dealing with is 

thus used to decrease the time you have to sit tight for work 

age. ANSYS Meshing thinks about the kind of game plans 

that will be used in the assignment and has the correct criteria 

to make the most fitting work. ANSYS Meshing is thus joined 

with each solver inside the ANSYS Workbench condition. 

For a smart examination or for the new and uncommon 

customer, a usable work can be made with a solitary tick of 

the mouse. ANSYS Meshing picks the most fitting decisions 

reliant on the examination type and the geometry of the 

model. The feet of the human body and base of the vehicle 

situate are kept fixed. 

VI. RESULTS AND DISCUSSIONS 

 
Fig. 1: Total stress produced in Aluminium Alloy material 

 From the figure 1, we noticed that the maximum 

stress produced in the crankshaft with Aluminium Alloy 

material is 14.265 MPa that is on the main journal bearing. 
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The effect of stress is very small on the rear main bearing 

journal and front main bearing journal. The material may be 

fail of the crankshaft from the main bearing journal due to 

high stress effect. The scale shown in the figure 1, that shows 

the effect of stress reduce when the color of the scale goes 

change. At the red color the effect of stress is very high and 

at the blue color the effect of stress is very less. 

 
Fig. 2: Total deformation produced in Aluminium Alloy 

material 

 We noticed from the figure 2, the maximum 

deformation in the crankshaft occur on the 3.5 MPa load on 

the main bearing journal same as the stress. There is no 

deformation occurring on the rear and front main bearing 

journal due to theses journal are kept fixed. The maximum 

deformations occur on the crankshaft is 0.0070977 mm on the 

main bearing journal. 

 
Fig. 3: Total stress produced in Alloy Steel material 

 We have noticed from the figure 3, the maximum 

effect of stress is on the main bearing journal. The maximum 

value produced of the stress in the Alloy Steel material 

is14.785 MPa. We have also noticed that the stress produced 

in this material is more as compared to the Aluminium Alloy 

material. 

 
Fig. 4: Total deformation produced in Alloy Steel material 

 We have noticed from the figure 4, the maximum 

deformation occur in the crankshaft is 0.00253879 on the 

main bearing journal. The deformation produced in this 

material is less as compared to the Aluminium Alloy material. 

 
Fig. 5: Total stress produced in structural Steel material 

 We have noticed from the figure 5, the maximum 

effect of stress is on the main bearing journal an also 

minimum effect on the rear and front main bearing journal. In 

this material the maximum value of stress produced 14.282 

MPa. The stress produced in the structural Steel material is 

less as compared to the Alloy Steel but high as compared to 

the Aluminium Alloy material. If the material selection is 

right then the life of the crankshaft may be increase. The scale 

shown in the figure 5 shows the reduction in the stress. At the 

red color the effect of the stress is maximum and at the blue 

color the effect of the stress is minimum. From the main 

bearing journal to the rear and front main bearing journal the 

stress goes reduce due to the fixed support as shown in the 

figure 5, above. 

 
Fig. 6: Total stress produced in structural Steel material 

 We have noticed from the figure 6, the maximum 

deformation produced on the crankshaft is 0.002535 mm on 

the upper surface of the main bearing journal. The 

deformation produced in the structural steel material is less as 

compared to the Aluminium Alloy and Alloy Steel material. 

We have also noticed that maximum deformation occur in the 

Aluminium Alloy Material. The material of the crankshaft 

may be fail fr4omthe main journal due to the load. Stress and 

deformation are the two main factor on the basis we can 

selection of the material. Sometime stress will be the main 

factor only and some time the selection of the material will 

be on the deformation factor, Above we have discussed that 

the maximum stress produced in the Alloy Steel as compared 

to the other two material and the maximum deformation occur 

in the Aluminium Alloy as compared to the two other 

materials. Now, I have compared all the results through the 

graph by which we can easily see the difference between all 

the materials. If the material selection is wright then the life 

of the crankshaft may be increase.  
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Fig. 7: Comparison graph of the Stress 

 The figure 7 shows the comparison of the stress. We 

can see in the Y- axis the stress vary and in the X- direction 

materials are defined. The minimum stress produced in the 

Aluminium Alloy and maximum stress produced in the Alloy 

Steel. 

 
Fig. 8: Comparison graph of the Displacement 

 From the above figure 8, we have noticed that the 

maximum deformation occur in the Aluminium Alloy and the 

minimum deformation occur in the structural Steel. If we 

consider the deformation is main factor then the Structural 

Steel material is best for crankshaft production and some 

other important factor are discuss in next chapter. 

VII. CONCLUSION 

1) The maximum stress produced in the Alloy Steel with 

value 14.785 MPa and the minimum stress produced in 

the Aluminium Alloy with value 14.665 MPa. 

2) The stress produced in the Structural Steel material with 

value 14.282 MPa is less as compared to the Alloy Steel 

material and high as compared to the Aluminium Alloy 

material. 

3) The maximum deformation occurs in the Aluminium 

Alloy material with value 0.0070977 mm and in the 

Alloy Steel material 0.0025389 mm deformation 

produced that is lea as compared to the Aluminium Alloy 

material. But the deformation produced in the Structural 

Steel material with value 0.002535 mm is less as 

compared to the Alloy Steel material. 

 We have noticed from the above discussion that if 

the stress is the main factor in material then I will prefer 

Aluminium Alloy material because in this material stress is 

produced less as compared to the other materials. If we have 

neglect stress and main factor is deformation then Structural 

Steel is the best material for the crankshaft. 

A. Future Scope 

The present work can be extended in following directions: 

1) The whole analysis can be repeated with more materials 

used for connecting rods. 

2) Transient structure can be done instead of static structure 

of the connecting rod. 

3) Thermal analysis of crankshaft can be done because 

thermal stress produced during working condition. 
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