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Abstract— Its theory is just based on transformation of 

energy. According to this theory, first rotation of wheels or  

potential energy of water convert into mechanical rotational 

energy (into rotational energy of motor gear or various types 

of turbine) then finely converting into electrical energy (by 

the rotation of motor or generator shaft). Then supply it , 

MRTT generated  electrical energy to the transmitting lines 

or store it then it (store electrical energy) again applicable on 

that machine engine as for giving feed power and previous 

feed power sources are disattached .So  stored MRTT 

generated electrical energy again convert into mechanical 

work and it mechanical work reversibly convert into MRTT 

generated energy. So its theory is applicable as regenerative 

technology, without or less energy consumption and also with 

no any harmfulness to our NATURE. 
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I. MRTT GURU MODEL 

By the application of MRTT GURU Model we can generate 

the electricity, on lest expenses and without any creation of 

hazardous problem towards the natural habitat. It can be 

produce in each home and also with the morning and evening 

exercise. As simply, on bicycles wheel rim, front and rare 

both we can fit the motor and by the contact (gear teeth 

meshing of motor gear teeth and on wheel rim rubber foil of 

teeth) between the bicycle wheel rim and motor, motors shaft 

also rotate. With the rotation of  bicycle wheels then both 

fitted motors on that wheels, front and rear both motor works 

as generator and produce electricity (according to Faraday’s 

law).  This generated electricity we can store in batteries and 

when required used it. So by the simple way only by the 

bicycling (as fitness exercises of our body) we can generate 

the electricity and use it, without any creation of hazardous 

problem towards the natural habitat, and also in our home 

according to our requirement.  If running place is not 

available for bicycling then, here also no any problem, as we 

can use here, the fitted  stand, which is also fitted in that 

bicycle and in this way, in home room also in the stay 

condition of that bicycle( on itself stand), by the bicycling we 

can generate the electricity. 

II. IN AUTOMOBILE SECTOR 

By the application of MRTT, in automobile sector, as first 

kilometre vehicle  run by fuel, then its rotation of each wheel 

which is connected by a or many (according to power 

available on wheel) separate motor  by gear teeth meshing. 

By interlocking teeth between the, on motor shaft mounted 

gear teeth and on rim of wheel rubber foil geared teeth. So by 

also rotation of interlocked gear teeth of motor, shaft of motor 

also rotates and produce electrical current (a motor can also 

work as generator as in magnetise field when conductive rods 

or wires rotates and cut the magnetic field then electrical 

current induced in that conductive wires according to 

Faraday’s law) and by on each wheel connected motor 

produced more electrical energy by less friction loss. As more 

number of  wheel, much  electrical energy can generate and 

we store it in batteries and  when  enough energy store then 

its supply give to  a main feed motor FM which is  give the  

feed power to gear box and disattached the connection of 

crank shaft (also with the flywheel)of petroleum based 

engine. So now vehicle is run by the stored electrical energy 

and also continuously on wheel connected motors generate 

the electrical energy. Here on the wheel fitted motors are DC 

type and also generate the DC current. 

III. IN WATER SHIPS (MRTT SUPER) 

Application of MRTT in a water ship, there are two things 

essential first one is enough volume of ship for the floatation 

of ship and another second thing is huge weight loaded on 

that ship, for getting much pressurized jet stream of water, 

through bottom hole which is on the bottom surface plate of 

the ship and hole is perpendicular to the bottom surface plane 

of ship. And its pressurized jet stream of water directed on 

turbine blades through pipe and nozzle adjustment.  Its 

turbine hub connected with generator by the shaft connection. 

So when more energetic jet stream of water, strike on the 

turbine blade, turbine start the rotation and simultaneously 

generator shaft also rotate and here start the generation of 

electricity by the generator.  For more energy generation we 

can arrange the many number of hole on the bottom surface 

of ship and through separate pipe, nozzle  we get the more 

number of  water jet stream and these water jets directed on 

number of turbines blades ( generators attachment also) then 

we can generate the more electrical energy by the many 

number of generator . So its electrical energy we can use in 

many field as for giving the feed power of ship movement, 

we can also store it and also through the transmission line we 

can give power supply in nearest city. Main advantage of it 

model that, we can use it in defence sector (without any 

petroleum based fuel use and it is also safer than a atomic 

energy source propelled ship) and also we can use it in river 

water (as here deep water source is not must for light use), in 

sea water as a cruise or transportation ship or in stayed 

condition (in deep water of sea or in river water also) we can 

establish it, as electric power source station.  

IV. IN A COMMODITY USE  

As in the table fan, sealing fan, exhauster fan, ac etc. and also 

in common machinery which are used in metal or non-metal 

cutting processes as on lathe we can use MRTT. 

 On fans blade hub behind and on behind of lathe 

headstock we can fit the more than one external motor and by 

gear meshing connection (between external motor gear and 

rubber foil geared tooth which is fixed on the behind of lathe 

headstock or on fans hub behind) these external fitted motors 

also rotate and produce electricity (according to Faraday’s 

law as this fitted motor works as generator). So this produce 

electricity we can store it in battery cells and when require, 
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according to our need, we can give the electric supply from 

here. 

V. INTRODUCTION  

MRTT is a future theory as we are know that our natural 

resources like petroleum and coal is not enough as much as 

our population growth, they are costly enough (as petroleum 

are not available everywhere so transportation charges are 

high and also dangerous) and we are also know that 

petroleum and coal resources are also dangerous for our 

atmosphere as after burn, it exhaust gases create air pollution 

and global warming like problem also. Nuclear power are 

also very dangerous as it working temperature are so high, it 

reaction chain controlling is very critical, it radioactive 

environment etc., so nuclear power is not usable in common 

automobile sector and its use in power generation is not safe 

for we and not safe for our nature as global warming, 

dangerous radiation during reaction is very serious problem 

creation for present days and also for coming days. 

 So now we have challenge for our life and also for 

our nature habitant from the petroleum, coal and nuclear 

power resources. In coming days these problems are very 

critical and then perhaps we have no time for controlling 

these problems.  

 So before badly destroying of our natural habitat we 

are responsible for thought about it.  

 So let’s start the sustainable development and 

MODERN REGENRATIVE TECHNOLOGY THEORY is 

the best suited for it. 

 And I fully confident it that MRTT is very efficient 

and it can reach easily with minimum cost in every home. So, 

on lest expense and without any creation of hazardous 

problem towards the natural habitat, MRTT can works. 

VI. METHODOLOGY  

MRTT methodology is very simple. Its application and 

construction is very cost efficient and very easy so let’s start 

its methodology  

A. In MRTT GURU Model 

 
 As we can see in the above figure that there are four 

motor are fitted on the cycle wheel rims. On the front rim two 

motor, one left and another right side of rim and also two 

motor on the rear rim as one left and another right side of rim. 

All four motors are connected with the cycle wheel rim 

geared teeth so by the meshing geared teeth between the 

motor and wheel rim gear teeth they can rotate 

simultaneously. 

 Motor gear rotation and wheel rim rotation axis is 

parallel and same as we can see in bellow figure 
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 When by the paddling of cycle rear wheel move and 

also that time simultaneously front wheel move then meshed 

gears of motors also rotate. So according to Faradays law here 

all four motors are work as generator and produced 

electromagnetic force, when closed the circuit with a battery 

then induced emf  stored in that battery as electricity. Then as 

cycle wheel rim rotate, battery is also charged by induced 

emf. So when and where require electricity there supply the 

electricity from the charged battery.  

 Here we can used two battery as one battery is 

charging on process  on cycle and another  which is charged 

is give the supply of electricity where require and when it 

discharged replace the battery from another battery which is 

charging on process on cycle. 

 Where space is not available for running this cycle 

there we can use the swing able stand and here only rear 

wheel rim can rotate so only two motor induced emf and 

charged the battery. But here in stay condition we can 

generate the electricity and also with the exercise of our body. 

 As electricity generation increases with the number 

of motor usability increases so here we are used four motors 

and we generate more electricity. 

 It is essential that the module of motor gear and 

geared tooth on wheel rim is same. Because if the module is 

not same then they cannot mesh properly so cannot transfer 

the energy to each other. 

B. In automobile sector 

 

 



Modern Regenerative Technology Theory 

 (IJSRD/Vol. 8/Issue 11/2021/036) 

  

 All rights reserved by www.ijsrd.com 160 

 In the above figure we can see a bike in which four 

motors M1, M2, M3, and M4 are fitted, two motor M1 and 

M2 on the front wheel and two motor M3 and M4 on rear 

wheel.  M1 motor on the right side, M2 motor on the left side 

of front wheel and M3 motor on the right side, M4 motor on 

the left side of rear wheel. On both wheel rim and both side 

of wheel rim a rubber foil is attached on which geared tooth 

made.  All four motors are connected to the wheel by the 

rubber foil on which geared tooth made. On each motor 

mounted gear tooth module same as on the rubber foil geared 

tooth. So when wheel rotate then fitted motor on that wheel 

also rotate by the meshing of tooth between motor gear tooth 

and on wheel rim rubber foil geared tooth. According to 

Faraday’s electromagnetic induction law when M1M2M3M4 

motors are rotate then here induced emf generate and when 

its circuit closed by a battery B then battery charging start. 

When enough charging of battery B completed then its supply 

give to the feed motor FM and feed motor give the feed power 

to rear wheel. 

 Here in the above figure  we can also see that both 

front and rear wheel shaft, on which wheel rim fitted (hub) 

rotation axis and motor gear rotation axis is the same. 

C. How supply the feed power from engine to rear wheel 

 
In the above figure we can see a normal feed power 

transmission but in MRTT generated automobile engine we 

change something as here we fit the feed motor FM with the 

connection of primary drive gear. First bike move with fuel 

ignition generated energy as by piston and crankshaft 

movement but when a set level of energy battery B charged 

then battery B give the power supply to the feed motor FM 

and feed motor FM with the connection of primary drive gear, 

rotate the clutch gear box then through the input shaft output 

shaft and final drive sprocket, chain transmitted the feed 

power to the rear wheel sprocket. But as well as when feed 

motor FM start the giving feed power to clutch gear box, as 

soon as disattach the crankshaft rotation also with the 

flywheel (from the primary drive gear attachment) and stop 

fuel ignition. 

 Also  this time when feed motor FM give the feed 

power, on  both front and rear wheel attached motors M1 M2 

M3 M4 also rotates and generate the induced  emf and 

charged the battery B. 
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As In the above figure of car we can see twelve motors M1 

M2 M3 M4 M5 M6 M7 M8 M9 M10 M11 M12 which are 

fitted on four wheels F1 F2 F3 F4 of car, from inner side of 

wheels. On each wheel three motors fitted but each motor 

fitted from inner side of wheel. Each motor connected from a 

battery B trough the current carrying cable. Battery B is on 

the roof of car and it is unite of many number of battery cells.  

 
 Here we can also see that wheel shaft (hub) rotation 

and motors gear shaft rotation axis is same. 

 Here motors gears are connected to wheel rim inner 

side by a geared tooth of rubber foil. A rubber foil on which 

geared tooth profile make, attached on each wheel rim from 

inner side.  

 First when car is run by petroleum fuel then wheels 

of car also rotates and then all twelve motors are also rotates. 

As meshing of tooth between the motors gear and geared 

tooth of rubber foil, so wheel and motor gear rotates 

simultaneously. When all twelve motors  gear shaft rotate 

then according to Faraday’s law of Electromagnetic 

Induction, here generate a induced emf by each motors and 

when its circuit is closed by battery B through the carrying 

cables then battery B charged by it induced emf and so battery 

B stored electricity. Battery B when enough charged as 

predefined level then its supply give to the feed motor FM 

and now feed power for run the car is given by feed motor  

FM which is driven by charged electricity of battery B . 

 
 Above figure show the ordinary transformation of 

feed power but in MRTT generated model we change here as 
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after the engine flywheel and before the clutch we adjust the 

feed motor FM.  

 So first car is run by engine and when battery B 

enough charged then it power supply give to the  feed motor 

FM and now feed power is given by feed motor FM not by 

the engine crankshaft rotation, so now we can stop the fuel 

burning and disattach the engine crankshaft( with flywheel) 

from the clutch alignment. Now also on wheels fitted twelve 

motors gear shaft rotate, so they induced emf and charged the 

battery B continuously. 

D. In water ship (MRTT Super model) 

 
As we can see in the above figure of ship, 

 N1 N2 N3 N4 N5 are the five nozzles which are 

fitted on the bottom surface of ship. G1 G2 G3 G4 G5 are the 

five generator and T1 T2 T3 T4 T5 are the five turbine. GS1 

GS2 GS3 GS4 GS5 are the five generator shaft which are 

connected with turbine hub. Below the each turbine a water 

drainage supply line also fitted, which are mingles with a 

main water drainage supply line. 

 As each nozzle fitted on the bottom surface plate of 

the ship so through the holes (holes are in the bottom surface 

of ship and these hole are perpendicular to the bottom surface 

plane of the ship), sea or river water entered into the nozzle 

and we get a water stream jet from the nozzle. Water stream 

jet strike on turbine blade so turbines are start the rotation. 

Generator shafts also start the rotation, which are connected 

with the turbines hub. Now generators are starting the 

electricity production. 

 Return water from the turbines blade as water 

drainage are supply out from the ship continuously through 

the water drainage supply line. 

VII. MATHEMATICAL DRAW 

A. Future aspect of MRTT theory  

1) For the importance of safe NATURE or our habitant 

As we  are can see in now days of our NATURE changes and 

it dangerous effect in our life, also it not end, in coming days 

it can create very dangerous situation on our daily life, as we 

cannot take breathe in that atmosphere. 

 By the burning of petroleum fuel, it exhaust create the 

very dangerous effect in our atmosphere, as 

 It polluted our breathing air.   

 Its carbon content also affects as like global warming 

problem and it is very serious problem for our planet. 

 According to current news, 153 countries, 11258 number 

of scientist with signed announced CLIMATE 

EMERGENCY and it direct causes is global warming. 

 
 And according to scientist its prediction 

 First one and mainly is replace the petroleum fuel from 

renewable energy. 

 So MRTT is one of the best and economical energy 

sources for replacement or sustainable use of the 

petroleum fuel.  

 And a important drawback is also, availability of 

petroleum fuel, so mainly we import it trough the way of 

sea and by the leakage it create many problem for the sea 
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habitant. Because in many ways sea is our need, like 

fishing and petroleum is here also create problem for 

living of them. 

 And petroleum storage and it transportation is very 

critical; a miner mistake can create big accident. 

2) For the better controlling power 

Experience says that if we want to control the speed of 

automobile, battery or stored electrical power line or panel or 

electrical engines are given the better speed control of that 

automobiles, comparison in fuel engines operated 

automobiles. 

3) For the economical use in daily life 

MRTT model application in starting stage as making cost is 

high but if we analysis that MRTT generated, automobiles or 

other machines or products total life expenditure cost is very 

less. So overall life cost is very economical for a MRTT 

generated product. 

a) House and Car Security system 

On the lock on the gate of door (small home or a rooms 

security)where metallic made lock system we are applied on 

there we are also can pass the current and also for a huge 

home or full house security system we can also pass the 

current through metallic (best efficiently aluminium made) 

made wiring system and also for digitaliging or attomate that 

Security system we can also use power bank attached with 

compact switching system and also we can on off it through 

self mobile phone system. 

VIII. TITLE 

A. Credit Card Security System 

Let’s start towards digital security system, because now days 

as digitalise system increases, so just digitalise hacking 

robbery also increases. 

 So for the use of safe digital credit card security 

system, digitalise bank locker security system etc. 

Lets we do start towards my designed safe and faithfully 

security system like, 

 Finger print (thumb impression or our desired finger 

print based) based, 

 Eyes retina based , 

 Face recognition based 

 Foot finger print based system  

 Special designed hand gloves impression or special foot 

wear impression based security system. 

 Home Security system 

 On the lock on the gate of door (small home or a 

rooms security)where metallic made lock system we are 

applied on there we are also can pass the current and also for 

a huge home or full house security system we can also pass 

the current through metallic (best efficiently aluminium 

made) made wiring system and also for digitaliging or 

attomate that Security system we can also use power bank 

attached with compact switching system and also we can on 

off it through self mobile phone system. 

IX. CONCLUSION 

According to our need as, need of our current NATURE or 

current atmosphere need, need for the best command on 

speed of control of automobiles in crowded traffic, need of 

economical expenditure, need of we can safe our human 

being life, our need to now just start the sustainable use or 

replace of petroleum based engine. 

 As MRTT applicability is broad, from commodity 

uses of household product to aeroplane, train engine, sea 

ships. And in modern life without electrical energy we cannot 

live with present atmosphere. I thought nobody here who, not 

want to generate self electricity in our room and with also our 

body fitness exercise and without creating any hazardous 

effect towards our NATURE. And all these are possible by 

MRTT. 
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